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Codice
Code D Lc Dt x Lt

R0414-10- 1 2000 5 x 20
R0414-10- 1.5 2000 5 x 20
R0414-10- 2 2000 5 x 20
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R0414 Mineral oxide thermocouple -  TC 

Description:

Termocoppia ossido minerali - TC

Descrizione:     

Termocoppie, termoresistenze
Termocouples, thermoresistances

Esempio di ordinativo: R0414-10-0001

DATI TECNICI

Parti e Materiali:
Termocopppia: tipo J
Filo: Acciaio INOX, rivestito da cavo con isolamento minerale
Giunto di transizione: incapsulato in plastica ad alte temperature
Cavi di collegamento: trefoli singoli, isolati congiuntamente con Kapton

Normativa: ANSI, bianco - rosso

Temperatura ambiente di esercizio: - 40 ÷ 80 °C
Resistenza alle vibrazioni: 50 g, sulla punta della sonda

Example of purchasing order: R0414-10-0001

TECHNICAL DATA

Parts and Materials:
Thermocouple: J type
Cable: Stainless steel, mineral-insulated
Transition joint: plastic-encapsulated at high temperatures
Connection cables: single strands, jointly insulated with Kapton

Normativa: ANSI, white - red

Ambient working temperature: - 40 ÷ 80 °C
Vibration resistance: 50 g, probe tip


